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6.3.1.011 Vehicle operational assignments shall include assignment of vehicles to incidents, patrols, USR 1.7.2.2, 1.7.2.3
maintenance, or training.

6.3.1.03 1 Upon receipt of a maintenance request for preventative maintenance on a vehicle, vehicle Derived
assignments shall allocate the vehicle to a maintenance garage if the vehicle is not currently
assigned to an incident or assigned as a backup to another vehicle that is assigned to an incident.

6.3. I .032 Upon receipt of a maintenance completion notice, the vehicle shall be reassigned to its facility. Derived

6.3.1.033 Upon receipt of a maintenance request for preventative maintenance on a piece of equipment, Derived
equipment assignments shall allocate the equipment to maintenance if the equipment is not
currently assigned to an incident or assigned as a backup to other equipment that is assigned to
an incident.

6.3.1.034 When vehicle status indicates that a vehicle is not operable, the failed vehicle will be assigned Derived
to a maintenance garage.

6.3.1.035 When vehicle status indicates that a vehicle is not operable, the appropriate maintenance
equipment and personnel shall be assigned to the failed vehicle’s location.

Derived

6.3.1.036 When vehicle status indicates that a vehicle is not operable, an available replacement vehicle Derived
shall be assigned to replace the disabled vehicle, if the disabled vehicle was assigned to an
incident.

6.3.1.037 When a maintenance completion notice is received for a vehicle the vehicle shall be made
available for operational assignment.

Derived

6.3.1.037.aa When a maintenance completion notice is received, the vehicle status shall indicate the vehicle Derived
is operable.

6.3.1.038 Vehicle condition shall include accumulated mileage. Derived

6.3.1.039 Vehicle condition shall include driver reported problems.
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6.3.1.040 When equipment status indicates that a piece of equipment is inoperable, the failed equipment Derived
will be assigned to maintenance.

6.3.1.041 When equipment status indicates that a piece of equipment is inoperable, appropriate Derived
maintenance equipment and personnel shall be assigned to the failed equipment’s location (if
necessary).

6.3.1.042 When equipment status indicates that a piece of equipment is inoperable, available replacement Derived
equipment shall be assigned to replace the disabled equipment if the original equipment had
been assigned to an incident.

6.3.1.043 When a maintenance completion notice is received on repaired equipment, the equipment status Derived
shall indicate operable.

6.3.1.044 Equipment condition shall include accumulated hours of usage. Derived

6.3.1.045 Equipment condition shall include operator reported problems. Derived

6.3.1.046 When a maintenance completion notice is received, the equipment assignment shall be made Derived
available for operational assignment.
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